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What’s in the box: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. Main PCB 
2. Front Panel 
3. Pin Headers 
4. Toggle Switch 
5. Rotary Switch 
6. Washers 

 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

7. Hex Nuts 
8. Knob 
9. Knob Cap 
10. Ribbon cable 
11. Microfiber Cloth 

	  

-Please read the entire guide before beginning assembly- 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 2: 
 
Place the Switches [4,5] on the 
Main PCB [1]. The Toggle Switch 
[4] is isometric and can be 
placed either way. Place the 
Washers [6] as shown: 
 
 
 
 
 
 
 
 
 
	  

Step 3: 
 
Install the Front Panel [2] on top of the Switches [4,5] and use the 
Hex Nuts [7] to secure it*. Turn the module around and make sure the 
Main PCB [1] is aligned with the Front Panel. If it’s slightly tilted, 
you can gently twist the Main PCB to align it. After the panels are 
aligned, you can proceed soldering the switches. 

Step 1: 
 
Solder the Pin Headers [3] on the Main PCB [1]. The long part of 
the Headers should be on the same side of the DC logo as shown:   
 



 
 
Step 4: 
 
Push the Knob [8] on the Rotary 
Switch’ [5] shaft. 
 
 
 
 
 
 
 
 
 
Step 5: 
 
Turn the Rotary Switch [8] to the 
first position (all the way to 
the left) and align the Knob Cap 
[9] indicator to the Ramp wave. 
Aim for the middle of the shape 
and push it down to secure it. 
In case of misalignment just use 
a thin flat tool to pop the Cap 
out and re-install it.** 
  
	  

Step 6: 
 
Install the Ribbon Cable [10] on the back of the module and the other 
end on the back of the Batumi module as shown in the pictures. Notice 
the red stripe placement. 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

* // In case you are using small pliers to tighten the Hex Nuts, 
place the Microfiber Cloth [11] between the tool and the Front Panel 
to protect it from scratches. You can also use the cloth to clean 
the Front Panel before installing it to your case. 
 

This is it! 
 
 

 
 

 
 

** // The knob can be a little loose after you install it to the 
rotary switch, I found out that just a bit of electrical tape (≈0,5-
1 cm) around the rotary shaft is enough to secure the knob tightly. 
The rotary switch shaft is already taped when you receive your KIT.  
 

// Disclaimer // This is a DIY KIT and you are fully responsible for any damage 
you cause to your module, other gear or yourself while handling, installing or 
using the parts that I offer. I do not offer customer support in case your module 
doesn't work properly, if you don't feel comfortable with the procedure have a 
professional or a DIY enthusiast help you out. 


